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MIA Wave 
Serie: MIA | Link: http://www.saudio.de/produkte/mia‐wave/  

 

 Hochleistungs‐ Topteil 8x 6,5″, 1,5″ Kombination, 8 Ohm 

 Spezielle Mittelton Konstruktion mit vorgesetztem Phaseplug 

 Hohe Reichweite 

 Sehr gute LowMid Wiedergabe 

 Aktiv/Passiv Betrieb schaltbar 

 Max. Schalldruck 128 dB (SPL peak / 1 m) 

 Kompakte Abmessungen 

 SAudio Flugpunkte 

 

Beschreibung: 
 

Das MIA Wave Topteil ist mit acht 6,5″ Lautsprecher und einem 1,5″ Hochtontreiber bestückt. Die 

einzigartige Kombination der speziell angeordneter 6,5″ Chassis mit vorgesetztem Phaseplug für den 

Mitteltonbereich und dem 1,5“ Hochtontreiber, erzielt brillante Höhen sowie einen beeindruckenden 

Low Mid Bereich. 

Mit der integrierten und umschaltbaren Passivweiche ist der Betrieb an nur einem Verstärkerkanal 

oder im Bi‐Amp Modus möglich. 

Mit den vorhandenen Flugpunkten lässt sich das MIA Wave Topteil leicht fliegen oder in Kombination 

mit dem MIA Infra Subwoofer auch als einfaches Stacking System verwenden. 
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TECHNISCHE DATEN: 

Application Fullrange/ Satellite 

Configuration 2 Way Passive/Active 

Impendance  8 Ohm 

Rated AES Power 700 Watt 

SPL 1Watt@1m 100 dB 

Max. SPL 134 dB 

Frequency range  80Hz- 16 kHz 

Low Frequency Speaker 6,5" 

Voice Coil 45 mm 

High Frequency Speaker 1,5" 

Voice Coil 75mm 

Horn Directivity 90/60 

Rotable Horn Yes 

Pole mounting bracket No 

Flyware/M8 Flypoints 6x SAudio Flypoints 

Dimensions (WxHxD ) cm 40x100x35 

Weight Kg 42 

 


